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SPOT LED 9W DALI 2700 K 30° 741 LM
Code: 284-038CX

The Kota Power is a light source available in various wattages and optical configurations. It can be assembled with a
wide range of frames and finishes from the Kota Body line, allowing for customization of the final product's
appearance.

General specifications

Product type SpotLEDs

Installation environment Interior

Ideal application locations Residential, Hospitality, Showroom, Museum, Office,
Commercial space

Made in China

Physical specifications

Shape Round

Thermal dissipation Passive

Covering with insulating materials No

IP back IP20

IP IP20

Lighting specifications

N° of light sources 1

Lumen 741

Power 9

W source 9

Light type White

CCT 2700K

CRI 90

SDCM 3
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Life time L70B10

LB value @ h 50000

N° LEDs / modulo 1

Optical specifications

Emission type Direct monoemission

Light beam distribution Symmetric

Beam 30

Optics type Symmetrical optical lens

Optical diffuser finish Transparent

Optical diffuser material PMMA

Orientability Fixed

Electrical specifications

Power supply availability Included

CV / CC converter availability Not included

Dimmable Yes

Dimmer availability Included

Power supply type Current

Cable 1 pole number 1

Light source type LED COB

Replaceable light source Replaceable by skilled personnel

Dimensions and weight

Height / Thickness (mm) 49

Diameter (mm) 55

Installation depth with fixing springs 100

Cable 1 length (mm) 200

General conditions

Warranty 5 years

Operating temp. -20°C (min) / 45°C (max)


